
Our Intense Use Products Contribute to a Safe and Humane Environment. For Full Specifications Call 
Toll Free 800-571-0770 / Fax: 630-455-0813 / or Visit www.cortechusa.com 

ENDURANCE® 

Desk Slim ADA

Available in 
Aqua(AQ), Black(BK), Blue Gray(BG), Brown(BN), Burgundy(BY), Canvas(CV), Claylight(CL),
Gray(GY), Green(GN), Indigo(IG), Midnight Blue(MB), Moss(MS), Overcast(OC), Sand(SD),

Seagrass(SE), Slate Blue(SB), Stone Gray(SG), Tide(TD)

Custom colors available upon request. Call Cortech for details.
See color guide for color references.

Manufactured to ISO Quality
Standards in the USA

 FEATURES: 
• 7.5H x 30W x 19.5D

• Space saving, ADA Compliant

• Durable, one piece, rotationally molded 

design for maximum strength. Constructed of 

high impact “no break” polyethylene

• Easy to clean, sanitize & maintain

• Designed for use in corners or standard wall 

mounting

• Bolt to the wall via pilot holes with hardware of 

your choice

• Flame Retardant-passes Cal 133

• Lifetime warranty

ITEM DESCRIPTION

8700(color code) Standard

*Eg. 8700BK - Endurance Desk Slim ADA - Black



TOP VIEW PERSPECTIVE VIEW 

7.38” 

FRONT VIEW SIDE VIEW REAR VIEW 

19.5” 

BOTTOM VIEW 

30.0” 

ENDURANCE® 

Desk Slim ADA 

OVERVIEW 
The Endurance® Desk Slim ADA is ideal for continuous, intensive use environments. Manufactured to ISO Quality 
Standards in the USA. 

FABRICATION/MATERIAL 
Durable, one piece, rotationally molded design for increased strength. Constructed of high impact polyethylene. No steel or 
wood components. Flame Retardant (as shown passes Cal 133). Test reports available upon request. 

COLOR Aqua, Black, Blue Gray, Brown, Burgundy, Canvas, Claylight, Gray, Green, Indigo, Midnight Blue, Moss,
Overcast, Sand, Seagrass, Slate Blue, Stone Gray and Tide. Custom colors available upon request.
WEIGHT 18 lbs. 
ASSEMBLY Bolt to the wall via pilot holes with hardware of your choice. 
WARRANTY Lifetime Warranty against manufacturing defects. 
MAINTENANCE Easy to clean, sanitize & maintain. 

Warranty valid on manufacturing defects only. Specifications subject to change without notice. Final dimensions & mounting holes subject to +/- 
1.25% variance. Cortech discourages pre-drilling pilot holes until product is on site and ready for installation. 
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