
SafeBin™ 
Installation 

Included: 

Not Included: 

Drill 
With 3/8” Masonry Bit 
and 7/16” Drill Bit 

1x 
Pencil 
For Marking Floor 

1x 

8x 
3/8” Flat Washer 
3/8” ID ,7/8” OD 

8x 
3” 
Concrete Anchor 

3/8” - 16 x 3” 
Hex Bolts 

8x 
SafeBin 

1x 

Screwdriver With Tamper Resistant 
T45 Torx Bit 

1x 

You will need: 



4. 
x4 

3. 

x4 

1. 

Place Safebin in desired location and mark floor through pilot holes. Remove Safebin. Using 3/8” Masonry bit, drill out all 4 anchor holes. Remove dust 
and Debris. 

Open Safebin door and remove trash liner. 

2. 

Turn Safebin on its side. Using 7/16” drill bit, drill out all 4 pilot holes. 

SafeBin™ Floor Mount Installation 
Skip to Page 4 For Mid Wall Mounting 

x4 



5. 

x4 

6. 

x4 

Replace SafeBin over anchors. Secure with anchor bolts and washers. 

SafeBin™ Floor Mount Installation 
Skip to Page 4 For Mid Wall Mounting 

Hammer concrete anchors into floor. 



4. 

x4 
3. 

1. 

Place SafeBin against wall in desired location and mark wall through pilot holes. 
Remove SafeBin. Using 3/8” masonry bit, drill out all 4 anchor holes. Remove 
dust and debris. 

Open SafeBin door and remove trash liner. 

2. 

x4 

Using 7/16” drill bit, drill out all 4 pilot holes. 

SafeBin™ Wall Mount Installation 

x4 



1. 2. 

x4 

Replace SafeBin over anchors. Secure with anchor bolts and washers. 

SafeBin™ Wall Mount Installation 

Hammer concrete anchors into wall. 

x4 


