
Included: 

Not Included: 

Screwdriver With Tamper Resistant 
T45 Torx Bit 

1x 

and 3/8” Drill Bit 

You will need: 

Sequoia™ Bed 
Installation 

Drill 
With 3/8” Masonry Bit 

1x 
Pencil 
For Marking Floor 

1x 

12x 
3/8” Flat Washer 
.396“ ID ,7/8” OD 

4x 
3/8” - 16 x 3” 
Threaded Concrete Anchor 

4x 
Mounting Brackets 
with Captured Cage Nuts 

3/8” - 16 x 2.5” 
Security Torx Bolts 

8x 
Sequoia Bed 

1x 
Bed Mounting Guide 

1x 



Sequoia™ Bed Corner Mount Installation 
Skip to Page 4 For Mid Wall Mounting 

3. 4. 

x3 

1. 

Remove Sequoia bed. Using the provided alignment guide, center between each “T” (marked in step 2.) 
Mark drill hole in alignment guide. 

Using a 3/8” masonry bit, drill a hole 2.5” deep into the floor at the intersections of the lines marked 
in the previous steps. Remove debris. 

3” 

3” 

Locate the Sequoia Bed in position. Using a 3/8” drill bit, drill through marked dimples in the side 
of the bed. 

2. 

Locate the Sequoia Bed in position. Using a pen/pencil to draw a “T” at each notch. 



7. 

Bed Underside with receiving bracket geometry 

8. 

6. 

x3 

5. 

x3 

Fasten provided metal brackets to anchor with provided washer and nut. 

Place Sequoia bed over anchored metal brackets. Drive supplied torx bolts and washers through side of the bed. Make sure bolt is securely interfacing 
with cage nuts attached to the mounting brackets. 

Hammer concrete anchors into floor. 

Sequoia™ Bed Corner Mount Installation 



Sequoia™ Bed Mid-Wall Mount Installation 

3. 

3” 

3” 

4. 

x4 

1. 

Remove Sequoia bed. Using the provided alignment guide, center between each “T” (marked in step 2.) 
Mark drill hole in alignment guide. 

Using a 3/8” masonry bit, drill a hole 2.5” deep into the floor at the intersections of the lines marked 
in the previous steps. Remove debris. 

Locate the Sequoia Bed in position. Using a 3/8” drill bit, drill through marked dimples in the 
side of the bed. 

2. 

Locate the Sequoia Bed in position. Using a pen/pencil to draw a “T” at each notch. 



7. 

Bed Underside with receiving bracket geometry 

8. 

6. 

x4 

5. 

x4 

Fasten provided metal brackets to anchor with provided washer and nut. 

Place Sequoia bed over anchored metal brackets. Drive supplied torx bolts and washers through side of the bed. Make sure bolt is securely interfacing 
with cage nuts attached to the mounting brackets. 

Hammer concrete anchors into floor. 

Sequoia™ Bed Mid-Wall Mount Installation 


